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>HVAC SYSTEM PICTURE (CENTRAL AIR CONDITIONING SYSTEM)
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>PHOTOGATALYTIC AIR PURIFIGATION DEVIGE

>Photon Catalytic Purification

As shown on below picture, the central air conditioning system supplies air to the Pre-filter to filter out some particles; and
they gets the electron voltage in Photocatalysis Filter (TiO2)by the effect of UV light which can decomposes harmful gases such
as formaldehyde, benzene, TVOC, etc. It is sent to the UV lamp area by the circulating fan. The ultraviolet lamp illuminates and
destroys the DNA (deoxyribonucleic acid) structure of the bacteria, causing the bacteria to die or lose their viability and die. At
last, through the photocatalytic filter again to decompose harmful air. Therefore, the clean and fresh air outlet.
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>Products Function And Features
o High efficiency to kill bacteria, virus and harmful microorganisms.
e Decompose harmful gases, such as formaldehyde, benzene, ammonia, TVOC, ect.
e Easy maintenance.
e Low power consumption.

e Low pressure drop.

>Installation Pictures
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>PRODUGT MODELS AND PRRAMETERS

Photocatalytic Rir Purification Device

>Air Return Type Photocatalysis Air Purification Device

Model Air circulation Product Size Input Power Environment Temperature
ACPD-HC-340  340m’/h 545x 250 X 125(mm) | <10W -5~45C
ACPD-HC-510  510m’/h 645 x 250 X 125(mm) <10wW -5~45C
ACPD-HC-680  680m’/h 745 x 250 x 125(mm) <15W -5~45C
ACPD-HC-850  850m’/h 845 x 250 % 125(mm) <15W -5~45C
ACPD-HC-1020 1020m’/h 965 x 250 % 125(mm) <25W -5~45C
ACPD-HC-1360 1360m’/h 1265 % 250 X125 (mm) <30W -5~45C
ACPD-HC-1700 1700m’/h 1370 % 250 x125(mm) <30W -5~45C
ACPD-HC-2040 2040m’/h 1660 x 250 x125(mm) <40W -5~ 45C

% The above size and air volume is for reference, which can be customized according to actual needs.

>Induct Type Photocatalytic Air Purification Device

Model Air circulation Product Size Input Power Environment Temperature
ACPD-GC-500  500m’/h 473 x 185 x 150~350(mm)|  <10W -5~45C
ACPD-GC-1000 1000m’/h  [473x 283 x 150~350(mm)| ~ <10W 5~45C
ACPD-GC-2000 2000m’/h  |885% 283 x 150~350(mm)|  <20W 5~45C
ACPD-GC-3000 3000m’/h  |1085 x 348 X 150 ~350(mm)| ~ <30W 5~45C
ACPD-GC-4000 4000m’/h  |1085 x 445 X 150 ~350(mm)| ~ <40W 5~45C
ACPD-GC-5000  5000m’/h  |1325 x 445 X 150 ~350(mm)| ~ <50W 5~45C
ACPD-GC-6000  6000m’/h {1625 X 445 x 150 ~350(mm)| < 60W 5~45C
ACPD-GC-8000 8000m’/h  |1625 x 538 X 150 ~350(mm)| ~ <80W 5~45C

ACPD-GC-10000 10000m’/h  |1625 x 678 X 150~350(mm)| ~ <120W 5~45C
ACPD-GC-12000 12000m’/h  |1735x 730 X 150~350(mm)|  <160W 5~45C

** The above size and air volume is for reference, which can be customized according to actual needs.

>AHU Type Photocatalytic Air Purification Device

Model Air circulation Product Size Input Power Environment Temperature
ACPD-ZC-1360  1360m’/h  |350 x 348 x80~100(mm)| ~ <15W 5~45C
ACPD-ZC-1700  1700m’/h  |600 X 348 x80~100(mm)|  <18W 5~45C
ACPD-ZC-2720  2720m’/h 500 X 663 x80~100(mm)|  <30W 5~45C
ACPD-ZC-3400 3400m’/h  |600 X 663 Xx80~100(mm)|  <36W 5~45C

* The above size and air volume is for reference, which can be customized according to actual needs.
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